Heidelberg Materials

Declaration of Performance
No 0840-CPR-0210-253200-01

1. Unique identification code of the product-type: CEM 1I/B-P 32,5 R

2. Intended use/es: Preparation of concrete, mortar, grout etc.

3. Manufacturer: Heidelberg Materials AG, Nordring 1, D-59320 Ennigerloh
4, System/s of AVCP: 1+

5. Harmonised standard: EN 197-1:2011

6. Notified body/ies: VDZ Service GmbH, NB 0840

7. Declared performance/s:

Essential characteristics Performance

bfamil

ComrTlon cements (su fa.nlulles) CEM I/B-P

constituents and composition

Compressive strength 32,5R

(early and standard)

Setting time Pass

Soundness

- Expansion Pass

- SO; content Pass

Chiloride content Pass

The performance of the product identified above is in conformity with the set of declared
performance/s. This declaration of performance is issued, in accordance with Regulation (EU) No
305/2011, under the sole responsibility of the manufacturer identified above.

Heidelberg Materials AG
Qualitat
Zur Anngligse 9
59 gerioh

(R. Scholz, Leiter Qualitdt Ennigerloh / Geseke / Paderborn)

Ennigerloh, den 31.05.2023
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Heidelberg Materials

Annex: CE — Declaration of Cement by BauPVO

C€

0840

Heidelberg Materials AG
Berliner Stralle 6
69120 Heidelberg

Plant Ennigerloh-Nord

01

0840-CPR-0210-253200-01

EN 197-1

Portland puzzolanic cement
CEMII/B-P 32,5R

Preparation of concrete, mortar, grout etc.

The declared performance, by levels and
classes, is defined by the cement designation
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